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Designed for compact workspaces. Built for productivity.

The RICOH M 2310N and M 2810N bring practical performance to your workspace – delivering fast, 
secure and reliable A3 black and white multi-function printing in a compact, reliable device.

With faster print speeds, enhanced memory, standard network connectivity, and an easy-to-use 4-line  
LCD panel, the M 2310N and M 2810N offer a dependable solution for daily printing, scanning and 
copying. These multi-function printers are simple to use, easy to maintain and ready to support business 
continuity and enhance user’s workplace experience. 



Effortless and secure 
performance, everyday
• Fast, efficient print and scan delivering  
   23 ppm (M 2310N) and 28 ppm (M 2810N) to  
   keep up with day-to-day demands

• Quick warm-up time with first print in  
   6.4 seconds reducing downtime

• Streamlined digitisation including colour  
   scanning and ID copy, with intuitive controls on 
   the easy-to-use 4-line LCD panel

• Flexible document handling with a choice of 
   platen cover or ARDF to suit different scanning 
   and copying needs

• Efficient processing and reliable performance 
   supported by 512MB RAM for typical office 
   workflows

• Built-in security features including TLS 1.3 for 
   secure data transmission and encryption of  
   email-based scans during transfer

Engineered to enhance 
efficiency
• Built-in ethernet for quick and easy integration 
   into your office network (optional WiFi also 
   available on M 2810N)

• Mobile application support allows printing 
   and scanning of files stored in the cloud (print 
   and scan to mobile via USB also supported 
   for Android)

• Language-ready functionality supports multiple 
   languages for wider accessibility

The smart choice for workplaces 
Perfectly suited for organisations seeking a reliable printer, the M 2310N and M 2810N strike the right 
balance between usability, performance and sustainability. 

Ready to transform your workplace printing experience? 
Contact your local Ricoh representative.

Ricoh Europe PLC
20 Triton Street
NW1 3BF London
United Kingdom

+44(0)20 7465 1000

www.ricoh-europe.com
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services and solutions are available to all customers. Copyright © 2025 Ricoh Europe PLC. All rights reserved. This brochure, its contents and/or layout may 
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M 2310N
MAIN SPECIFICATIONS

GENERAL

Warm-up time 15 seconds
First copy speed: BW 6.4 seconds
Continuous output speed 23 ppm
Memory: standard 512 MB
Weight 24.4 kg
Dimensions: W x D x H 575 x 565 x 402 mm
Power source 220 - 240 V, 50 - 60 Hz

COPIER

Multiple copying Up to 999 copies
Resolution: scanning 150 x 150 dpi (black and white)

200 x 200 dpi (greyscale, colour)
Resolution: printing 2,400 x 600 dpi
Zoom Platen: From 25% to 400% in 1% steps

DF: From 25% to 200% in 1% steps

PRINTER

CPU ARM926 360MHz
Printer language: standard GDI
Print resolution: maximum 2,400 x 600 dpi with smoothing process
Network interface: standard Ethernet 10 base-T⁄100 base-TX, USB 2.0
Mobile printing capability RICOH M 2310 Mobile Print & Scan
Network protocol TCP/IP
Windows® environments Windows® 10

Windows® 11
Windows® Server 2012

Windows® Server 2012R2
Windows® Server 2016
Windows® Server 2019
Windows® Server 2022

SCANNER

Scanning: B/W 25 ipm
Scanning: full colour 24 ipm
Resolution: maximum 600 dpi
File formats Single Page TIFF

Single page JPEG
Single page PDF
Multi page TIFF
Multi page PDF

Scan modes Mobile, Folder, USB, SMB

PAPER HANDLING

Recommended paper size Standard paper tray(s): A3, A4, A5, B4, B5, Legal, Letter, Folio, 8K, 16K, Ledger
Bypass tray: A3, A4, A5, B4, B5, Legal, Folio, 8K, 16K, COM10, Monarch, DL Env, Ledger

Paper input: standard 250 sheets
Paper input: bypass (standard) 100 sheets
Paper input: maximum 600 sheets
Paper output: max. 100 sheets
Paper weight: standard Trays: 64 - 80 g⁄m²

Bypass: 52 - 216 g⁄m²
Duplex: 64 - 80 g⁄m²

Paper types Plain paper
Envelope

Label paper
OHP

Thick paper
Thin paper

ECOLOGY

Power consumption: max. < 1,500 W
Power consumption: ready 83.51 W
TEC* 0.35 kWh⁄week
* It is a reference value based on
the ENERGY STAR Ver.3.2 test
method.

INPUT/OUTPUT TRAYS AND FINISHER OPTIONS

ARDF, Platen cover, 1x 250-sheet paper feed unit



M 2310N
MAIN SPECIFICATIONS

OTHER OPTIONS

High cabinet

CONSUMABLES

Toner (regular yield) 6,000 prints
Toner (high yield) 17,500 prints
Consumable yield based on 5%
coverage⁄A4

For availability of models, options and software, please consult your
local supplier.

Ricoh Europe (Netherlands) B.V.
John M. Keynesplein 10-B
1066 EP Amsterdam
The Netherlands

+31 (0)20 5774111

ricoh-europe.com
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